TD-E432

TD-E502

TD-E552

TD-E652

Control multiple displays from
a central location via LAN or
RS232 inputs. Connect to a
control device to manage
functionality remotely.

Playback of content from
USB (Video/Picture/Audio)
without the need
for an external
media playback
device.

Eliminate the need to
add external solutions
when listening to music,
commentary or video
conferencing.
Technical specifications
Model

TD-E432

TD-E502

TD-E552

TD-E652

Screen Size
Screen Resolution
Light Output
Recommended Maximum Usage
Visible Area
Viewing Angle
Display Colours
Native Contrast (number)
Response Time (ms)
Portrait Mode

109cm (43”)
1920 x 1080
450 cd/m²
16 hr
940.9 (H) x 529.3 (V)
178 x 178

127cm (50”)
1920 x 1080
450 cd/m²
16 hr
1095.8 (H) x 616.4 (V)
178 x 178

140cm (55”)
1920 x 1080
450 cd/m²
16 hr
1209.6 (H) x 680.4 (V)
178 x 178

165cm (65”)
1920 x 1080
450 cd/m²
16 hr
1428.5 (H) x 803.5 (V)
178 x 178

3000:1
8ms
Yes

3000:1
8ms
Yes

3500:1
8ms
Yes

4000:1
8ms
Yes

Tiling

Multi-screen (Zoom up)
Daisy Chain DVI
Tiling Matrix (x,y)
External Control RS232
External Control LAN
Monitor ID Setting

Yes
Yes
up to 5 x 5
Yes
Yes
Yes

Yes
Yes
up to 5 x 5
Yes
Yes
Yes

Yes
Yes
up to 5 x 5
Yes
Yes
Yes

Yes
Yes
up to 5 x 5
Yes
Yes
Yes

Inputs

HDMI 2, DVI, Analogue D-SUB, Component/Composite, USB, RS-232, LAN

Outputs

DVI, Composite, RS-232

Dimensions
(Approx)

Width (mm)
Bezel Width (mm)

1246
14.3mm (L/R/T),
16.8mm (B)
719
69
17

1463
14.3mm (L/R/T),
20.3mm (B)
844
70
24

Screen

TD-E2 series
Engage your customers through the working day and beyond, with
Toshiba’s TD-E2 business displays. Designed for operation 16 hours a day,
seven days a week, a 178-degree viewing angle and screen brightness of
450 cd/m2 ensure your content reaches customers and guests wherever
they are, making it an ideal signage solution for retail, hospitality, and
corporate environments.
Take complete control of your content with the embedded USB player
and seven-day scheduler, and be assured of timely, personalised content
all week long. Connected by RS232 and LAN, as well as 2x HDMI inputs,
a DVI input and other AV inputs, you can connect and control remotely
with ease. The Full HD LED backlit TD-E2 range is available in screen sizes
of 43”, 50”, 55”, and 65” – and supports daisy-chain tiled configurations
of up to 5 x 5, for enormous, impactful signage in even the most
demanding environments.

65"
55"
50"
43"

Height (mm)
Depth (mm) - Minimum Point
Depth (mm) - Maximum Point
Weight (kg)

967
9.9 mm (L/R),
12.2mm (T), 20.3mm (B)
568
70
10.5

1133
13.5mm (L/R/T),
16.0 (B)
656
70
14

To suit your needs

Giving greater versatility, displays can be positioned either horizontal or
vertical orientation.

Provides clear images at a wider viewing angle.

Retail and hospitality

Education

Superior picture quality with Full HD screen resolution.

In environments where captivating multimedia matters most
-retail outlets, shopping centres, hotels, and stadiums. Toshiba
is able to offer a wide range of Digital signage opportunities to
create head turning solutions.

At Toshiba we’ve got something for everyone in education. That
includes displays with multiple connection ports, vivid pictures
and clear audio, helping you engage students, staff, and visitors,
in and out of the classroom.

Signage models are able to tile together and share content to create
effective multi-screen messages and displays.

Corporate and public sector

Professional displays designed to run 16 hours a day 7 days a week.
Total business durability.

Present a unified professional image across multiple remote
locations and devices, with Toshiba Digital signage and Business
Vision. At Toshiba pride ourselves on helping the corporate
and Public sectors reduce downtime and improve productivity.
This sustained success is based on working together fulfilling
individual business needs and goals.

